
Medium-heavy fi xing 38/40 rail

Supplement to BIS RapidRail® range

 C-profi le, especially designed for medium-heavy loads

 Quick and easy fi xing with BIS RapidRail® Accessories

 Allows for fi xing to both sides of the rail

 RAL GZ-655/C certifi ed

BIS RapidRail® WM35

walraven.com
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Pitch 100

23 23

28 x 1550

Ø 8,5  Ø 8,5 x 15 

walraven.com

Walraven Group

Mijdrecht (NL) · Tienen (BE) · Bayreuth (DE)

Grenoble (FR) · Banbury (GB) · Madrid (ES)

Mladá Boleslav (CZ) · Kraków (PL) · Kyiv (UA)

Moscow (RU) · Rochester Hills (US)

Shanghai (CN)

Your wholesaler:

The Netherlands
Scandinavia - Finland

Walraven B.V.

P.O. Box 15 

3640 AA Mijdrecht (NL)

Tel. +31 (0)297 23 30 00

Fax +31 (0)297 23 30 99

info@walraven.com

United Kingdom
Ireland

Walraven Ltd.

Thorpe Way, Banbury (GB)

Oxon, OX16 4UU

Tel. +44 (0)1295 75 34 00

Fax +44 (0)1295 75 34 28

sales.banbury@walraven.com

Germany
Austria - Switzerland - South East Europe

Walraven GmbH

Postfach 125128 

95425 Bayreuth (DE)

Tel. +49 (0)921 75 60 0

Fax +49 (0)921 75 60 111

info@walraven.de 

Other countries

Walraven International

P.O. Box 15 

3640 AA Mijdrecht (NL)

Tel. +31 (0)297 23 30 00

Fax +31 (0)297 23 30 99

export@walraven.com

B
IS

 R
ap

id
R

ai
l®

 W
M

3
5
 (

EN
) 

- 
0
1/

2
0
12

 -
 3

0
 –

 S
u

b
je

ct
 t

o
 m

o
d

ifi
 c

at
io

n
s

BIS RapidRail® WM35

Fixing Rail WM35 is the latest innovation of 

Walraven. WM35 is a unique fi xing rail that 

is especially designed for medium-heavy 

loads. Due to its special shape WM35 is 

suitable for many standard BIS RapidRail® 

Accessories such as Slide Nuts, Hammerfi x 

and various Rail Connectors. WM35 is even 

suitable to carry accessories of other brands 

of 38/40 rail profi les. As with other 

BIS RapidRail® Profi les WM35 allows for 

quick and easy fi xing of BIS RapidRail® 

Accessories on both sides of the rail.

Features and benefi ts
  C-profi le for a quick and easy fi xing of 

medium-heavy pipe- and ductwork 

  With continuous perforation that allows 

for hanging on both sides

  Distance between rail end and fi rst hole 

is always equal

  Continuous graduated centimetre scale 

on one side 

  Material: steel 1.0242

BIS RapidRail® WM35 Fixing Rail

L 

(m)

WM35

38 x 40 mm

2 650 5 235

3 650 5 335

6 650 5 635

Surface treatment pre-galvanized

BIS RapidRail® WM35 Cantilever Arms L 

(mm)

WM35

38 x 40 mm

200 660 3 6820

250 660 3 6825

300 660 3 6830

350 660 3 6835

400 660 3 6840

500 660 3 6850

600 660 3 6860

Surface treatment zinc plated

Type Weight Moment of inertia cm4 Section modulus cm3

(kg / m) ly Iz Wy Wz

WM35 1,76 3,62 5,03 1,81 2,65

BIS RapidRail® WM35 - Table of rail section properties

RAL-GZ 655/C


