
The value of smart

Walraven RapidStrut® Connectors 
pre-assembled Type G2 

All tests with rails type L (1.5 mm thickness) are made according RAL-GZ 655 guideline. 

Installation torque T (Nm) and other details are mentioned in the data table. 
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Technical Data Sheet (TR230504)

Walraven RapidStrut® Connector 90° G2 (BUP1000) 

Technical Data Sheet - Walraven RapidStrut® Connector 90° G2 

W x H 
(mm) 

On rail
type

T 
(Nm)

Fa,z1 
(N)

Fa,x1 
(N)

Fa,z2 
(N)

Fa,x2 
(N)

62 x 42 L (1.5 mm) 35 2,170 1,800 2,170 1,800

62 x 42 L (1.5 mm) 40 2,760 2,000 2,760 2,000

62 x 42 H (2.5 mm) 35 4,000 2,270 4,000 2,270

W x H 
(mm) 

On rail
type

T 
(Nm)

Fa,z1 
(N)

Fa,x1 
(N)

Fa,z2 
(N)

Fa,x2 
(N)

62 x 62 L (1.5 mm) 35 2,170 1,800 2,170 1,800

62 x 62 L (1.5 mm) 40 2,760 2,000 2,760 2,000

62 x 62 H (2.5 mm) 35 4,000 2,270 4,000 2,270

W x H 
(mm) 

On rail
type

T 
(Nm)

Fa,z1 
(N)

Fa,x1 
(N)

Fa,z2 
(N)

Fa,x2 
(N)

103 x 62 L (1.5 mm) 35 2,170 1,800 2,550 3,560

103 x 62 L (1.5 mm) 40 2,760 2,000 2,710 4,330

103 x 62 H (2.5 mm) 35 4,000 2,270 4,500 4,700

W x H 
(mm) 

On rail
type

T 
(Nm)

Fa,z1 
(N)

Fa,x1 
(N)

Fa,z2 
(N)

Fa,x2 
(N)

103 x 103 L (1.5 mm) 35 2,550 3,560 2,550 3,560

103 x 103 L (1.5 mm) 40 2,710 4,330 2,710 4,330

103 x 103 H (2.5 mm) 35 4,500 4,700 4,500 4,700
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Would you like to fi nd out more about any of the solutions described in this Technical Data Sheet? 

Or would you like to discuss how we could help you fi nd the best possible solution for your project? 

Get in touch today!

Find out how we can support you
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Tel. +31 297 23 30 00
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